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Integrated Face Camera

15-inch Touch Display

Barcode Scanner

Keypad

Optional RFID Status Detector 
for Parcel Monitoring

Adjustable Rotating Locker Feet

Customizable Cabinet Sizes
(Large, Medium, Small)

Powder-Coated Surfaces;
Anti-corrosion & Durable

Emergency Manual Opening

• Remote Monitoring: Cost-efficient operation with remote 
performance management.

• Weight Sensors: Identifies locker in use.
• Adjustable Design: Stable on any surface with rotating locker feet.
• Advanced Security: Tamper-resistant electronic locks for secure 

storage
• Maximized Space: Interlayer-free design maximizes cabinet storage 

capacity.
• Nighttime Accessibility: Integrated top lighting ensures 24/7 visibility, 

and operation.
• Effortless Maintenance: Optimized structural and electrical design 

simplifies maintenance.
• Weatherproof Durability: Engineered for outdoor use, resistant to 

extreme weather conditions.
• Seamless Integration: Easily connects with third-party systems for 

smooth operations.
• Custom Color: Match your brand with any RAL color code.

OPTIONAL MODIFICATIONS

kioskoperators.com

Revolutionizing Secure Parcel 

Optional Night Lighting 
for Enhanced Visibility

Patented Electronic Locks

1mm Premium Galvanized Sheet

Standard 110V Connection

Starter Module
Start small. Built for growth.

Adder Module
Expandable. Designed to scale.

Automatic Doors

Adjustable dimensions tailored to customer needs.
Locker Dimensions

Standard metal doors; optional glass doors.
Door Specifications

External: -4°F to 122°F; Internal: -22°F to 140°F.
Operating Temperature Range

Heavy-duty waterproofing with optional overhang canopy.
Indoor/Outdoor

Customizable thickness for enhanced durability.
Metal Plate Thickness

Nayax/Ingenico Payment 
System Compatibility

Optional Roof Canopy

(Includes 13 doors) (Optional Adders available)

Customized Branding
Wrap design services at additional charge.

Parcel Pro

Front-Loading Access
Standard front panels; optional rear panels.



Placeholder 

OPERATORS 

Universal Parcel Locker Systems

Parcel Pro
HARDWARE SPECIFICATIONS

Payment Terminal: Supports: Nayax, Ingenico 
Accepts: Apple Pay, Google 
Pay, Debit/Credit, Uni Cards

Power Supply: 110 VAC/60Hz

Rated Power: 113.5 W (Windows); 
95.5W (Android)

Touchscreen : 15” Touch Display (diagonal)

Outer Material: Reinforced Steel

Inner Material: 304 Stainless Steel

Insulation Layer: 45 mm PU

OPERATING SPECIFICATIONS

Software: Cloud-based Management 
System

Barcode: 2D Scanner

Internet : 5G/WiFi/Ethernet

Sensors: Temperature, Machine 
Function, Power Manager

Create the Perfect System

Flawless Software Suite
For Easy Day-to-Day Operations
•	 Comprehensive Access: Monitor and 

customize essential operator controls while 
staying up to date on machine status.

•	 Actionable Insights: Generate detailed 
usage and stability reports to maximize user 
interaction.

•	 Remote Convenience: Manage your lockers 
from anywhere—laptop, PC, or mobile device.

•	 Reliable Support: Enjoy real-time monitoring, 
troubleshooting, and 24/7 live tech support, 
ensuring a long-lasting and reliable solution 
tailored to meet your business needs.

Operation is Easy with...

All orders come with a complimentary
one year warranty consisting of 24/7
parts and services. Extended warranty
available for purchase.

FREE 1-YEAR WARRANTY

CABINET # CABINETS

Large 3 H13.23”  W13.78”  D21.73”

CABINET DIMENSIONS

STARTERS

Medium 7H13.94” W13.78” D31.3”

Small 3H8.58” W13.78” D31.3”

CABINET

Large H13.23”  W13.78”  D21.73”

CABINET DIMENSIONS

ADDERS

Medium H13.94” W13.78” D31.3”

Small H8.58” W13.78” D31.3”

# CABINETS

Varies by 
Adder(s) 
Selected

SOFTWARE

 ☑ User Application (For pick-up)

 ☑ Courier Application (For drop-off)

 ☑ Locker Management System

Management system includes 3 modules:

Selection of Adders
Modular allows up to 8 Adders

Medium

Small
Large


